


Effective: April 2023

K-45-001 7

Agent Discharge Nozzles
The ECS-500 and ADS hardware includes nozzles with 
360° and 180° discharge patterns which can be mounted 
in either upright or pendant style. The number and size of 
the orifice on each nozzle is custom calculated using the 
Flow Calculation Software Suite version 4.0 and higher.

Figure 13.  ECS-500 Nozzles (Brass or Stainless Steel)

Figure 14.  ADS Nozzles (Stainless Steel only)

Accessories

Safety Outlets
Safety Outlets are designed to protect against over-pres-
surization in closed sections of discharge pipework, i.e., 
manifolds. The hardware offer includes a Safety Outlet 
rated for agent pressures and one rated for Nitrogen pilot 
line pressures.

Figure 15.  Safety Outlet

Pressure Switch
The pressure operated switch uses the pressure of the 
discharging agent for activation and must be connected 
to the distribution piping. The agent actuates a pressure 
operated stem which toggles the electrical switch. Each 
switch can also be operated manually by pulling up on 
the stem. These switches are used to annunciate alarms, 
shut down ventilation, and turn on electrical automatic 
dampers or other electrical equipment. Each pressure 
switch must be manually reset, by pushing down on the 
stem to return the switch to the set position. The mini-
mum operating pressure required is 50 PSI.The toggle 
on the pressure switch can be set to either N.O. to close 
or N.C. to open contact transfer upon operation.

Figure 16.  Pressure Switch

Pressure Operated Trip
The pressure operated trip, is connected to the distribu-
tion piping and utilizes agent pressure for actuation. The 
agent pressure displaces a spring-loaded piston to disen-
gage a holding ring from the stem connected to the pis-
ton.

Figure 17.  Pressure Operated Trip
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Main & Reserve Systems
ECS-500 and ADS platform configurations support a 
‘reserve’ bank of cylinders, equal in quantity and size to 
the main bank. A reserve system can minimize downtime 
and prevent service interruption in case of a discharge. A 
reserve system is also recommended when using selec-
tor valves and when downtime cannot be tolerated. 

The system with main and reserve cylinders are con-
nected to Suppression Control Panel through a Main/
Reserve Transfer Switch. 

Main & Reserve Transfer Switch:
The main & reserve transfer switch, is installed on sys-
tems having main and reserve cylinders. Placing the 
switch in either the "main" or "reserve" position provides 
uninterrupted fire protection capability during system 
maintenance or in the event of a system discharge.

Figure 18.  Main and Reserve Transfer Switch

Control Panel
For systems covering a single zone, an AEGIS™ 2.0 
control unit is typically ideal. Multi zone systems using 
selector valves require an addressable control unit such 
as the ARIES-SLX single loop or ARIES-MLX multi-loop.

Note: The use of a control unit that lacks compatibility 
listing by Kidde Fire Systems and relevant listing/
approval agencies, voids all warranties whether 
expressed or implied. Refer the Terms & Condi-
tions of Sale document. 

Flow Calculation Software Version 4.0
Using the parameters listed below the Flow Software cal-
culates pressure drops, pipe sizes, orifice sizes and vent 
area requirements:

• Agent selection
• Platform (ECS-500 or ADS) selection
• Cylinder Size
• Nozzle Selection 180º/360º
• Single Zone/Multi Zone Systems through 2 Way 

Selector valves
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Parts List
Description Part Number

Kidde Fire Systems DOT Approved ECS-500 Cylinder and Valve Assemblies filled with 
Fluoro-K Fire Suppression Clean Agent

Cylinder, 500 psi, 10 lb. (4.5 kg), 1.5 in. Valve, No LLI 45-550010-901

Cylinder, 500 psi, 20 lb. (9 kg), 1.5 in. Valve, No LLI 45-550020-901

Cylinder, 500 psi, 40 lb. (18 kg), 1.5 in. Valve, No LLI 45-550040-901

Cylinder, 500 psi, 70 lb. (32 kg), 1.5 in. Valve, No LLI 45-550070-901

Cylinder, 500 psi, 125 lb. (57 kg), 1.5 in. Valve, with LLI 45-550121-901

Cylinder, 500 psi, 200 lb. (91 kg), 2 in. Valve, with LLI 45-550201-901

Cylinder, 500 psi, 350 lb. (159 kg), 2 in. Valve, with LLI 45-550351-901

Cylinder, 500 psi, 450 lb. (205 kg), 2 in. Valve, with LLI 45-550451-901

Cylinder, 500 psi, 600 lb. (272 kg), 3 in. Valve, with LLI 45-550601-901

Cylinder, 500 psi, 900 lb. (408 kg), 3 in. Valve, with LLI 45-550901-901

Cylinder, 500 psi, 1100 lb. (499 kg), 3 in. Valve, with LLI 45-551101-901

Kidde Fire Systems DOT Approved ADS System Cylinder and Valve Assemblies filled with 
Fluoro-K Fire Suppression Clean Agent

200 lb. Capacity Cylinder and Valve Assembly, 2 in. Valve, with LLI 45-500201-901

350 lb. Capacity Cylinder and Valve Assembly, 2 in. Valve, with LLI 45-500351-901

450 lb. Capacity Cylinder and Valve Assembly, 2 in. Valve, with LLI 45-500451-901

600 lb. Capacity Cylinder and Valve Assembly, 3 in. Valve, with LLI 45-500601-901

900 lb. Capacity Cylinder and Valve Assembly, 3 in. Valve, with LLI 45-500901-901

Cylinder Supervisory Pressure Switches

Agent Cylinder Supervisory Pressure Switch 06-118262-001

Agent Cylinder ATEX Supervisory Pressure Switch 06-118537-001

Nitrogen Driver and Pilot Cylinder Supervisory Pressure Switch 85-111540-001

Nitrogen Driver and Pilot Cylinder ATEX Supervisory Pressure Switch 85-111540-100

Control Heads

Electric Control Head Kit, Includes:
• Control Head Monitor, P/N 85-100000-100
• Electrical Control Head, 24 VDC, P/N WK-890181-200

85-890181-200

Stackable Electric Control Head Kit, Includes:
• Control Head Monitor, P/N 85-100000-100
• Lever Operated Control Head (with Black Lever), P/N WK-870652-000
• Electrical Control Head, 24 VDC, Stackable, (Ex. Proof), 

P/N: 82-486500-010

85-486500-010

Electric and Cable Operated Control Head (Explosion Proof) Kit, Includes:
• Control Head Monitor, P/N 85-100000-100
• Electrical and Cable Operated Control Head, 24 VDC, 

(Ex. Proof), P/N WK-897494-000

85-897494-000
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Control Heads (continued)

Electric and Cable Operated Control Head Kit, Includes:
• Control Head Monitor, P/N 85-100000-100
• Electrical and Cable Operated Control Head, 24 VDC, 

P/N: 81-895630-200

85-895630-200

Control Head Monitor 85-100000-100

Cable Operated Control Head 81-979469-000

Lever Operated Control Head (with Black Lever) WK-870652-000

Lever/Pressure Operated Control Head (with Black Lever) 82-878751-000

Pressure Operated Control Head 82-878737-000

Pressure Operated Control Head, Stackable 82-878750-000

Discharge Accessories

Flexible Discharge Hose, 1-1/2 in. dia., 24 in. length, for use with 10 to 125 lb (4.5 
kg to 57 kg) Cylinders WK-283898-000

Flexible Discharge Hose, 2 in. dia., 31 in. length, for use with 200 to 350 lb (91 kg 
to 159 kg) Cylinders WK-283899-000

Flexible Discharge Hose, 3 in. dia., 54 in. length, for use with 600, 900, and 1100 lb 
(243, 408, and 499 kg) Cylinders 06-118225-001

Valve Outlet Adapter, 1-1/2 in. (38 mm), 10 to 125 lb (4.5 kg to 57 kg) Cylinders WK-283904-000

Valve Outlet Adapter, 2 in. (51 mm), 200 to 350 lb (91 kg to 159 kg) Cylinders WK-283905-000

Valve Outlet Adapter, 3 in. (76 mm) Grove to NPT Thread Adapter, 
600, 900 lb and 1100 lb (243, 368 and 499 kg) Cylinders 70400133

Manifold El-Check, 1-1/2 in. (38 mm) WK-877690-150

Manifold El-Check, 2 in. (51 mm) WK-877690-200

Manifold El-Check, 3 in. (76 mm) WK-877690-300

Safety Outlet, Agent 82-844346-000

Safety Outlet, Nitrogen 81-803242-000

Pressure Operated Switch 81-486536-000

Pressure Operated Switch, Explosion Proof 81-981332-000

Pressure Operated Siren 90-981574-001

Nitrogen Time Delay for use with 108 cu. in. Pilot Cylinder (nominal 34 sec. delay) 81-871072-001

Nitrogen Time Delay for use with 108 cu. in. Pilot Cylinder (nominal 61 sec. delay) 81-871072-002

Nitrogen Time Delay for use with 1040 cu. in. Pilot Cylinder (nominal 35 sec. delay) 81-871072-003

Nitrogen Time Delay for use with 1040 cu. in. Pilot Cylinder (nominal 68 sec. delay) 81-871072-004

Pressure Operated Trip 81-874290-000

Discharge Indicator, 1/2 in. NPT (Aluminum) 81-875553-000

Discharge Indicator, 3/4 in. NPT (Brass) 81-967082-000

Main-to-Reserve Transfer Switch 85-802398-001

Description Part Number
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2-Way NEMA 4 Rated Selector Valves

1 in. Selector valve, NPT, 116-145 psi Actuator, NEMA 4 Rated Solenoid 85-100025-100

1 1/2 in. Selector valve, NPT, 116-145 psi Actuator, NEMA 4 Rated Solenoid 85-150025-150

2 in. Selector valve, NPT, 116-145 psi Actuator, NEMA 4 Rated Solenoid 85-200025-200

3 in. Selector valve, Grooved, 116-145 psi Actuator, NEMA 4 Rated Solenoid 85-300025-300

4 in. Selector valve, Grooved, 116-145 psi Actuator, NEMA 4 Rated Solenoid 85-400025-400

2-Way NEMA 7 Rated Selector Valves

1 in. Selector valve, NPT, 116-145 psi Actuator, NEMA 7 Rated Solenoid 85-100724-100

1 1/2 in. Selector valve, NPT, 116-145 psi Actuator, NEMA 7 Rated Solenoid 85-150724-150

2 in. Selector valve, NPT, 116-145 psi Actuator, NEMA 7 Rated Solenoid 85-200724-200

3 in. Selector valve, Grooved, 116-145 psi Actuator, NEMA 7 Rated Solenoid 85-300724-300

4 in. Selector valve, Grooved, 116-145 psi Actuator, NEMA 7 Rated Solenoid 85-400724-400

2-Way Directional Valve Accessories

Back-Plate Manifold with Solenoids - 2 Area, Selector Valve Control, 116 psi 01-3508-0002

Back-Plate Manifold with Solenoids - 3 Area, Selector Valve Control, 116 psi 01-3508-0003

Back-Plate Manifold with Solenoids - 4 Area, Selector Valve Control, 116 psi 01-3508-0004

Back-Plate Manifold with Solenoids - 5 Area, Selector Valve Control, 116 psi 01-3508-0005

Back-Plate Manifold Hose 01-3273-1200

1/8 in. NPT Male to 1/4 in. Male BSPP Adapter 85-025125-000

1 in. BSPT (M) to NPT (F) Adapter (2 required per valve, entry/exit) 01-3711-3000

1 1/2 in. BSPT (M) to NPT (F) Adapter (2 required per valve, entry/exit) 01-3711-4000

2 in. BSPT (M) to NPT (F) Adapter (2 required per valve, entry/exit) 01-3711-5000

Hose Adapter for For 1, 1-1/2 and 2 in. Selector Valves, Nipple 1/4 in. BSPP 60° x 
1/4 in. BSPT M/M 15-8662-0042

Hose Adapter for For 3 and 4 in. Selector Valves, Nipple 1/4 in. BSPP 60° x 1/8 in. 
BSPT M/M 15-8662-0041

Pressure Regulator - 4351 psi to 116 psi 01-6017-0000

Description Part Number
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NEMA 4 Rated Lockout Valves

1 in. Lockout Valve, NPT, NEMA 4 Rated Switch 85-100210-101

1 1/2 in. Lockout Valve, NPT, NEMA 4 Rated Switch 85-150210-151

2 in. Lockout Valve, NPT, NEMA 4 Rated Switch 85-200210-201

3 in. Lockout Valve, Grooved, NEMA 4 Rated Switch 85-300210-301

4 in. Lockout Valve, Grooved, NEMA 4 Rated Switch 85-400210-401

NEMA 7 Rated Lockout Valves

1 in. Lockout Valve, NPT, NEMA 7 Rated Switch 85-100120-101

1 1/2 in. Lockout Valve, NPT, NEMA 7 Rated Switch 85-150120-151

2 in. Lockout Valve, NPT, NEMA 7 Rated Switch 85-200120-201

3 in. Lockout Valve, Grooved, NEMA 7 Rated Switch 85-300120-301

4 in. Lockout Valve, Grooved, NEMA 7 Rated Switch 85-400120-401

Spare Liquid Level Indicators

Liquid level indicator for use on 125 lb (57 kg) agent cylinders. 85-235000-025

Liquid level indicator for use on 200, 350, 600, and 1100 lb 
(81, 142, 243, and 499 kg) agent cylinders. 85-235000-037

Liquid level indicator for use on 450 and 900 lb (182 and 408 kg) agent cylinders. 85-235000-042

Description Part Number
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